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Installing and moving a Skymeter 

  

Installing a Skymeter is easy: 
 

1. Find your vehicle’s ODB 
port which is usually close 
to the steering column. 
 

2. Connect the cable and to be safe tuck the cable out 
of sight and away from the driver’s hands and feet. 

3. Push the Skymeter’s suction cups onto the glass of 
your windshield and make sure you can see the LED 
which tells you whether the meter is paying for 
parking. 

4. Turn the vehicle on after an initial boot up sequence 
which could take up to 45 seconds, the LED will start 
flashing RED.  This indicates the Skymeter is 
properly connected and is communicating with the 
PayBySky service. 

 

To register your Skymeter:  

1. Go to www.mypaybysky.com and log in with the 
account and password given to you when you signed 
up for the service.  

2. Go to the admin section (Skymeter and Vehicle 
admin) where you will enter your information and 
pair your Skymeter ID with your license plate, VIN 
number.  

3. The Skymeter reads the VIN number of your vehicle 
when it is installed and each time the device starts 
up. The VIN will be in the VIN field of the Vehicle 
Admin page.  If the 17 digit number is not there 
repeat installation steps 1 to 4. 

4. If the Skymeter is moved to another vehicle whose 
VIN number is not registered, it will not operate and 
will not pay for parking. This will be indicated by the 
Skymeter LED flashing alternate red and green 
indicating a payment problem. 

5. In order for the parking payment service to operate 
the user must register the VIN number and license 
plate pairing prior to using the device.  Failure to do 
so may result in a parking ticket if alternative 
payment has not been made.  

 

Once a fleet of VIN numbers are registered to a particular 
Skymeter, or group of Skymeters, then Skymeters can be 
moved among this fleet of vehicles. 

Remember to pair your meter with your plate! 


